
RReevision Dvision Daatte: Mone: Mondadayy, 06 Dec, 06 Decemembber 202er 20211

EchoPanel® Element
DeDesignsigner:er: Woven Image

ApplicaApplication(s):tion(s): Ceilings

Composition & Pattern

CCompompositionosition 100% PET (60% post-consumer recycled)

HarHardwdwarare Ce Compompositionosition ABS Plastic & Steel

CColourolours As Avvailableailable 3

Kit & Box Content

BoBox Cx Contontentsents 8 x EchoPanel® Blades & 1 x Hardware kit

CCompompononent Deent Detailstails Direct fix hardware kit includes:
16 x Track clips
16 x Panel clips
16 x E-clips
16 x Washers

Suspension hardware kit includes (sold separately):
4 x Ceiling fixtures
4 x Steel cables (Length: 2000mm & Thickness: 1.5mm per cable)

Dimensions & Weight

DimDimensionsensions Length: 2350mm (+/- 2mm), Width: 2350mm (+/- 2mm), Depth:
215mm (+/- 5mm), Thickness: 24mm (+/- 7%)
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Unit oUnit of Sf Saleale Box

Unit oUnit of Sf Sale Neale Net Wt Weight (keight (kg)g) 14

Performance

FirFire Te Teesst Rt Reesultsult ISO 9705: Group 1, ASTM E84 Unadhered: Class 2 or B, BS EN
13501.1: Classification B - s1, d0

AAccousoustic Ptic Pererfformanormancce Stane Standardard Td Teesstt
MeMeththodod

AS ISO 11654: 2002 (2016), ASTM C423 - 17

Noise RNoise Reduction Ceduction Coeoefficient (NRC)fficient (NRC)
RReesultsult

Direct fix: 0.35, 200mm air gap: 0.35

SounSound Absorption Ad Absorption Avvererage (SAA)age (SAA)
RReesultsult

Direct fix: 0.36, 200mm air gap: 0.35

WWeighteighted Souned Sound Absorptiond Absorption
CCoeoefficient (fficient (αw) Rw) Reesultsult

Direct fix: 0.40, 200mm air gap: 0.35

SounSound Absorption Clasd Absorption Classs D (Direct fix)

EquivEquivalent Absorption Aralent Absorption Areea (Aa (Aeq) ineq) in
m² Sm² Sabinsabins

Direct fix: 1000Hz = 4.37m²

AAdditional Additional Accousoustic Inftic Informaormationtion H = High Frequency & MH = Mid to High Frequency

CColour Folour Fasastntneesss ts to Light Stano Light Standardardd
TTeesst Met Meththodod

ISO 105 B02

CColour Folour Fasastntneesss Light Ras Light Ratingting 6 - 7

Sustainability

VVOC EmisOC Emissions Rsions Reesultssults EchoPanel 24mm achieves ASTM D5116: TVOC Emissions Rate:
<0.02mg/m²/hr (7 days), and CDPH Standard Method v1.2: TVOC
Emissions Rate: <0.054mg/m³; Formaldehyde Emissions Rate:
<2µg/m³

Copyright Woven Image



SusSustainability Ptainability Pererfformanormanccee

SusSustainability Ptainability Pererfformanormancce Dee Detailstails EchoPanel achieves GreenTag Certification GreenRate: Level A &
Health Rate Platinum, Red List Free, and has an International
Living Future Institute Declare Label.

Instructions

PrProduct Coduct Carare Inse Instructionstructions See Woven Image EchoPanel Care & Cleaning Guide
See Woven Image EchoPanel Element Installation Guide
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