Ecoustic® Sculpt

An innovative, patented and award-winning
acoustic drop-in ceiling tile system
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Ecoustic Sculpt™ is an acoustic
drop-in ceiling tile system available
In a range of striking designs, from
understated simplicity to dramatic
sculptural shapes
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Features + Benefits

+

Designed + made in Australia, Ecoustic Sculpt™ is an
innovative, patented, award-winning acoustic drop-in ceiling
tile system

Available in a wide range of sculptural designs with
superior sound absorption

Simple + Quick to Assemble + Install

Sculpt™ tiles are supplied flat-packed for efficient transport
and are simple and quick to assemble. The lightweight ceiling
tiles are easy to install into suspended ceiling grids, and can
be easily removed to gain access to building services

Ideal for New + Existing Fitouts

Sculpt™ drop-in ceiling tiles are designed to be compatible
with 15mm, 24mm + custom Exposed Tee suspended
ceiling grid systems, with nominal 600 x 600mm, 1200 x
600mm + custom grid dimensions

Acoustic Mesh

Sculpt™ can be installed without the acoustic mesh to partially
expose ceiling voids, with a subtle view of architectural
features such as services and pendant lighting

Achieves the highest NCC/BCA Group 1 fire rating

Designed for the Environment

Sculpt™ is low-VOC and made from Cradle to Cradle Bronze
certified + Declare Label certified SC panels. Sculpt™ is
designed for disassembly, with all components able to be fixed
without the use of adhesives + recyclable
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Superior Acoustic Performance

The unique patented Sculpt drop-in ceiling tile system achieves a high level
of acoustic performance due to its design, construction and raw materials,
achieving between NRC 0.65 - 0.9*

Classic Shallow 12mm NRC 0.7 / aw 0.7 (400mm airgap)
Network Shallow 12mm NRC 0.65 - 0.9*/ aw 0.7 - 0.9* (400mm airgap)
Icon NRC 0.75 - 0.9* / aw 0.8 - 0.9* (400mm airgap)

* Tested with Ecoustic 12mm PET Infill (<40% recycled content)

For complete test reports please contact your local distributor
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Classic Deep

An elegant design of equally
spaced linear profiles and forms the
foundation of the Sculpt ceiling tile
system
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HOW TO SPECIFY

M Ecoustic Sculpt™ Classic Deep
PROFILE 12mm or 24mm
THICKNESS

COLOUR Select from SC 12mm or SC 24mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

CLASSIC DEEP 1200

FRONT

600 or 1200mm

SIDE

[TTTTTTTT] e

48mm  ——> |«

600mm
(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Classic Deep
12mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour
24mm: 600 / 1200 Tile: 4 / 2 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

CLASSIC 1200
Linear
Classic 1200 tile profiles incorporate
small rebates at panel ends, which
partially conceal the ceiling grid
CLASSIC 600

Linear Random

Classic 600 tile profiles sit within the ceiling grid to express the grid,
allowing the tile to be rotated into a checkerboard pattern

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation  Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video



Classic Shallow

An elegant design of equally
spaced linear profiles and forms the
foundation of the Sculpt ceiling tile
system
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HOW TO SPECIFY

M Ecoustic Sculpt™ Classic Shallow
PROFILE 12mm or 24mm
THICKNESS

COLOUR Select from SC 12mm or SC 24mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

CLASSIC SHALLOW 1200

CLASSIC SHALLOW 600

Sculpt™ Classic Shallow
12mm: 600 / 1200 Tile: 16 / 8 tiles per box in a single colour
24mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

CLASSIC 1200

Linear

CLASSIC 600

Linear Checkerboard 1

Classic 600 tile profiles rest within the ceiling grid to express the
grid, allowing the tile to be rotated into a checkerboard pattern

Important

Installation pattern options may influence tile profile assembly.
Written specification / Reflected Ceiling Plan reference to installation
pattern is recommended.

FRONT

600 or 1200mm

SIDE

TTT T T U] eom

48mm ——> |«
.

= 1

600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Classic 1200 tile profiles incorporate
small rebates at panel ends, which
partially conceal the ceiling grid

Checkerboard 2 Random

INSTALLATION + CARE

Refer to:

Sculpt Installation + Care instructions
Sculpt Install Video



Network Deep

Network Deep is an elegant and
unobtrusive tile design that achieves
high acoustic Sabine performance
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HOW TO SPECIFY

M Ecoustic Sculpt™ Network Shallow or Deep
PROFILE 12mm or 24mm
THICKNESS

COLOUR Select from SC 12mm or SC 24mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

NETWORK DEEP 1200

NETWORK DEEP 600

Sculpt™ Network Deep
12mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour
24mm: 600 / 1200 Tile: 4 / 2 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

NETWORK DEEP
A
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Important

Installation pattern options may influence tile profile assembly.
Written specification / Reflected Ceiling Plan reference to installation
pattern is recommended.

FRONT

600 or 1200mm

SIDE

IMOmm

(Nominal to suit either 15mm or 24mm grid sizes)

138mm —> |«

600mm

NETWORK SHALLOW
p.«\) (@ «\) @ ‘ | | 1| Iy Iy 0 o’ (» (» (»A
\Y \ 7] (/7 V[ (/‘ ( /A ( A
k% \! /=
NNV 1
N W W W i /A

vvvvvvvvvvvvv

Linear

INSTALLATION + CARE

Refer to:

Network Installation + Care instructions
Network Install Video



Network Shallow

Network Shallow is a classic
understated design for mid-range
Sabine performance
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HOW TO SPECIFY

Ecoustic Sculpt™ Network Shallow or Deep

PROFILE 12mm or 24mm

THICKNESS

COLOUR Select from SC 12mm or SC 24mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

Network Shallow 1200

Network Shallow 600

Sculpt™ Network Shallow
12mm: 600 / 1200 Tile: 16 / 8 tiles per box in a single colour
24mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

NETWORK DEEP
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Important
Installation pattern options may influence tile profile assembly.
Written specification / Reflected Ceiling Plan reference to installation

pattern is recommended.

FRONT

600 or 1200mm

SIDE
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(Nominal to suit either 15mm or 24mm grid sizes)
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INSTALLATION + CARE
Refer to:
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Network Installation + Care instructions

Network Install Video




Taper

FRONT
il e —
-
. . . THICKNESS | |
Taper_ls a simple and elegant deS|gn 600 or 1200mm
featuring understated reverse profiles
SIDE

: . TILE SIZE 600 x 600mm, 1200 x 600mm or custom S\ _ S
designed by Large Arts Design rid
g
GRID SIZE / Specify 15mm / 24mm / custom size 147mm
DIRECT FIX T-Frame or Direct Fix
ECOUSTIC® Optional extra - order separately TAPER 600 48mm —I>| < .
INFILL . .
600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Taper
12mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour
24mm: 600 / 1200 Tile: 4 / 2 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

TAPER 1200
Linear Mirror x 2
/ — —
- — —
e T —

= == ——
TAPER 600

Linear Mirror Mirror + Checkerboard x 2

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation  Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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Peak
1 FRONT
- i
|
Inspired by the sculptural forms WLEUE
. . . COLOUR Select from SC 12mm colours
synonymous with architect Santiago -_
Calatrava, Peak features peaks
i .’ . grid
’[ranSitlonlng throughout the tile to GRID SIZE / Specify 15mm / 24mm / custom size
DIRECT FIX T-Frame or Direct Fix j H H H H H H H H { 145mm

create visual movement through PEAK 600 e
shape and shadow INFILL ~ < S

600 or 1200mm

SIDE

600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Peak
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
PEAK 1200

Linear Mirror - Diamond Mirror x 2 - Chevron

\/\//
—— A ——

PEAK 600

Linear

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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HOW TO SPECIFY

Add+Subtract

Ecoustic Sculpt™ Add
- Ecoustic Sculpt™ Subtract
“ Ecoustic Sculpt™ Add+Subtract
A positive form created from negative
extraction, Add + Subtract can be

used individually or tog'ether to
produce square formations that move Specify 15mm / 24mm / custom size
DIRECT FIX

in and out, ideal for larger spaces to
showcase the scale and form

T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately
INFILL

NEW
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Add+Subtract 1200 x 600
4 tiles adjoined - mirrored

Sculpt™ Add + Subtract
1200 Tile: 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
ADD + SUBTRACT 1200

2 x Add Tiles - Mirror

2 x Subtract Tiles - Mirror

FRONT

1200mm

SIDE

TOTT T TTTTTTTTTT TITTTTTTTT4 11smn

48mm (Typical) — > < <>
600mm

(Nominal to suit either 15mm or 24mm grid sizes)

1 x Subtract 1 x Add Tile

Important

Installation pattern options may influence tile profile assembly.
Written specification / Reflected Ceiling Plan reference to installation
pattern is recommended.

INSTALLATION + CARE

Refer to:

Sculpt Installation + Care instructions
Sculpt Install Video



Fort

Inspired by an architectural fortress,
Fort’s stepped inclining profiles create
diamond formations that move in and
out, creating fluidity in movement

GRAYKING.COM.AU

HOW TO SPECIFY

M Ecoustic Sculpt™ Fort
PROFILE 12mm
THICKNESS

COLOUR Select from SC 12mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

NEW

Fort 1200 x 600

2 tiles adjoined - mirror
FRONT

o : : )

1200mm

SIDE
Fort 600 x 600

TTTTTITTOT TITTTTTT0] e

] ,’l” > |
A //)} |”* s\ 48mm (Typical) 600mm
%’%x

Sculpt™ Fort
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

(Nominal to suit either 15mm or 24mm grid sizes)

INSTALLATION + ASSEMBLY OPTIONS
Fort 1200

Mirror - Deep Mirror - Shallow Linear

Fort 600

Mirror - Deep

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video



Mod

Mod is a dynamic design featuring
interlocking profiles that step
diagonally across a ceiling or
mirrored to create chevron forms
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HOW TO SPECIFY

m Ecoustic Sculpt™ Mod
PROFILE 12mm
THICKNESS

COLOUR Select from SC 12mm colours

TILE SIZE 600 x 600mm, 1200 x 600mm or custom
grid

GRID SIZE / Specify 15mm / 24mm / custom size

DIRECT FIX T-Frame or Direct Fix

ECOUSTIC® Optional extra - order separately

INFILL

NEW

Mod 1200 x 600

‘ Sculpt™ Mod
600 / 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
MOD 1200

FRONT

1200mm

SIDE

140mm (Typical)

600mm

I160mm

(Nominal to suit either 15mm or 24mm grid sizes)

I

Linear Mirror-Diamond
A\ {I Il \L [l T/
- - I A 2 - . \ o 2
| - - = - - - - - -’
Mirror
MOD 600
Linear Random Mirror Checkerboard
A ) = 'I' \_I ™
- - - LS

Important INSTALLATION + CARE
Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation
pattern is recommended.

Mod Installation + Care instructions

Mod Install Video




Random

A spontaneous design that lends itself
to position profiles randomly
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HOW TO SPECIFY

PROFILE

THICKNESS

COLOUR
TILE SIZE
GRID SIZE /
DIRECT FIX
ECOUSTIC® Optional extra - order separately
INFILL

Ecoustic Sculpt™ Random

12mm

Select from SC 12mm colours

600 x 600mm, 1200 x 600mm or custom
grid

Specify 15mm / 24mm / custom size
T-Frame or Direct Fix

NEW

Random 1200 x 600

Sculpt™ Random
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
RANDOM 1200

Linear

FRONT
: 7 7 y
[ |
L =
I 1200mm
SIDE
48mm  ——>| |«
<
600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Mirror

RANDOM 600

Linear Random

]
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Important

Installation pattern options may influence tile profile assembly.
Written specification / Reflected Ceiling Plan reference to installation
pattern is recommended.

Mirror Checkerboard

[ (!

INSTALLATION + CARE

Refer to:

Sculpt Installation + Care instructions
Sculpt Install Video



Ste PS HOW TO SPECIFY

il s —
: THICKNESS
angng fom el deep
ranging from shallow to deep in depth
. TILE SIZE 600 x 600mm, 1200 x 600mm or custom
to create a wave pattern intended arid

i ih GRID SIZE / Specify 15mm / 24mm / custom size
to visually current across the ceiling

T-Frame or Direct Fix

plane ECOUSTIC® Optional extra - order separately
INFILL

GRAYKING.COM.AU

STEPS 1200

FRONT

600 or 1200mm

SIDE

STEPS 600 J Jes i { Immm

48mm —I>| <

600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Steps
12mm: 600 / 1200 Tile: 8 / 4 tiles per box in a single colour
24mm: 600 / 1200 Tile: 4 / 2 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
STEPS 1200

Linear Linear Variation - Ramped

The profiles can also be
arranged in a different order
to create design variations

STEPS 600

Linear Checkerboard
Important INSTALLATION + CARE
Installation pattern options may influence tile profile assembly. Refer to:
Written specification / Reflected Ceiling Plan reference to installation ~ Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video



= Z1G 1200
Z I g HOW TO SPECIFY

FRONT
i . .
—_—
. . . THICKNESS | |
Designed by La.lrlge Arts Design, Zig is 600 or 1200mm
a sculptural ceiling tile that features
SIDE

. TILE SIZE 600 x 600mm, 1200 x 600mm or custom
geometric elements 1o create strong N FR U
i i GRID SIZE / Specify 15mm / 24mm / custom size
visual lines [TTTTTTTT] Lo
ECOUSTIC® Optional extra - order separately ZIG 600 demm k< .
INFILL a 600mm '

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Zig
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS

ZIG 1200
Mirror Linear
Mirror x 2 Mirror Variant
ZIG 600
Linear Mirror Mirror x 2 Mirror + Checkerboard

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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Diamond

FRONT
- il . .
PROFILE 12mm M
Inspired by the carved facade of _ : F— |
. . , . COLOUR Select from SC 12mm colours
precious gems, Diamond’s spherical -_
SIDE

cuts from each corner produce a NS
subtle diamond Shape when installed Specify 15mm / 24mm / custom size DIAMOND 600 J ” ” ” U H H H H tIHsmm

T-Frame or Direct Fix
48mm  ——>| |«
f

oo 0 acsng
topography to a ceiling INFILL

600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Diamond
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
DIAMOND 1200

Linear

DIAMOND 600

Checkerboard

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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Tlde HOW TO SPECIFY TIDE 1200

N
Inspired by soft ripples of water, the THICKNESS

FRONT

—

! >|

gentle arcs of each Tide tile combine
. . . TILE SIZE 600 x 600mm, 1200 x 600mm or custom SIDE
to form a circular ripple with a arid
i GRID SIZE / Specify 15mm / 24mm / custom size
shallow centre when mirrored [TTTTRETT] [
-
INFILL e o ~

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Tide
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
TIDE 1200

Mirror Linear Mirror Variant 2
L T T T T [ T T g ; T v [ T T
Two tiles mirrored + offset to the previous
row creates a fish scale pattern

TIDE 600

Linear Mirror - Circle Checkerboard Mirror + Checkerboard Random

Four tiles mirrored create
large circular patterns

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation  Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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COVE HOW TO SPECIFY COVE 1200

FRONT
il i —
: . THICKNESS I !
!)eS|gne<_j py Largg Art§ Design, Cove 600 or 1200mm
is an uplifting ceiling tile based on
SIDE

. TILE SIZE 600 x 600mm, 1200 x 600mm or custom
simple geometry arid
GRID SIZE / Specify 15mm / 24mm / custom size ﬂ ﬂ ﬂ ﬂ I"Smm
DIRECT FIX T-Frame or Direct Fix
ECOUSTIC® Optional extra - order separately COVE 600 4gmm - ke N
INFILL ' £00mm '

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Cove
600 /1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
COVE 1200

Mirror Linear Mirror Variant

COVE 600

Linear

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation  Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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Qu adrant HOW TO SPECIFY QUADRANT 1200

Ecoustic Sculpt™ Quadrant ot
PROFILE 12mm =
: . . THICKNESS , ,
Inspired by repeating organic SOl S 500 o 1200mm
patterns, Quadrant’s curves on each
corner formS Visual ”nkS between TILE SIZE 600 x 600mm, 1200 x 600mm or custom SIDE
grid ~
i i i GRID SIZE / Specify 15mm / 24mm / custom si
nelghbourmg tiles to create playfu' DIRECT FIX T-pFer(:nXe ormDrinrect Fri?(m - QUADRANT 600 J ” ” IJ U H H H H t Immm
paﬁems ECOUSTIC® Optional extra - order separately 48mm —I>| < .
INFILL ' 600mm '

(Nominal to suit either 15mm or 24mm grid sizes)

‘ Sculpt™ Quadrant
600/ 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
QUADRANT 1200

Mirror Linear Random

Mirrored tiles create full circles Rotating every second tile to break
the circle loop creates create
nomadic and wandering lines

QUADRANT 600

Linear Mirror Mirror + Random Checkerboard Random

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation  Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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Ridge

FRONT
N
. o THICKNESS f< {
Derived by the'drn‘tlng patterns of T
desert sand, Ridge’s smooth curves
flow into neighbouring tiles to evoke SIDE
GRID SIZE / Specify 15mm / 24mm / cust i
a soft sense of movement through T?;;'georme;ecthgm custom size TTTTTTTTT]] v
e =
INFILL k< >
600mm

(Nominal to suit either 15mm or 24mm grid sizes)

Sculpt™ Ridge
600 / 1200 Tile: 8 / 4 tiles per box in a single colour

INSTALLATION + ASSEMBLY OPTIONS
RIDGE 1200

Mirror Linear

The shallow corners align to create
large circles when mirroring multiple
Ridge tiles next to one another

RIDGE 600

Checkerboard Mirror + Checkerboard 2

Linear

Important INSTALLATION + CARE

Installation pattern options may influence tile profile assembly. Refer to:

Written specification / Reflected Ceiling Plan reference to installation ~ Sculpt Installation + Care instructions
pattern is recommended. Sculpt Install Video
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|con HOW TO SPECIFY

Ecoustic Sculpt™ Icon

PROFILE 12mm

Icon embraces the principle of form B

. . . Select from SC 12mm colours
follows function, taking its shape |
from the Skyline Diffuser, an iconic e

i i i i GRID SIZE / Specify 15mm / 24mm / custom size
engineering tool for improving room

T-Frame or Direct Fix

acoustics ECOUSTIC® Optional extra - order separately
INFILL

GRAYKING.COM.AU

Icon 1200 x 600
FRONT
- T 7 |
I
[}
I
1200mm
. SIDE
‘ I_ J I147mm
Sculpt™ Icon ' 00mm o
1200 Tile: 4 tiles per box in a single colour

(Nominal to suit either 15mm or 24mm grid sizes)

INSTALLATION + ASSEMBLY OPTIONS

Linear
{/ A —— —] — | A \/\
I
— —
: % (
N S | —
VA = /Y
|miml
_|L_¥ -
EL? F=]= FJ
I
Important INSTALLATION + CARE
Installation pattern options may influence tile profile assembly. Refer to:
Written specification / Reflected Ceiling Plan reference to installation  Icon Installation + Care instructions
pattern is recommended. Icon Install Video
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Select Colour

Solid Colour 12mm

Snowdrop Almond Horizon Fawn Truffle Arizona
Oxide Cool Atom Cirrus Tungsten Galaxy
Leaf Olive Isle Azure Bluebell Denim

Solid Colour 24mm - Classic, Network, Steps + Taper

Pure Stone Ash Graphite Nero

Venus

Cave

Iris



Assembly Options

Highly versatile, Sculpt™ tiles can be assembled
In varying orientations to create a large-scale
ceiling design feature

Random orientation

Mirror

Mirrored to create
larger shapes across
multiple tiles

Multiple colours can be
featured to create added
depth and interest

Checkerboard

Patterns can be created
from alternate 600 x 600
tiles rotated 90 degrees

Linear

The tiles can be
Installed in an identical
linear formation

GRAYKING.COM.AU
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Ecoustic® Lens

An acoustic baffle that improves sound
absorption (NRC 0.9-1.0) when installed
with the Sculpt™ Classic Shallow drop-in
ceiling tile system

VIEW ONLINE
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PRODUCT Ecoustic® Sculpt
COMPOSITION 100% PET, acoustic mesh +
aluminium suspension rails
PROFILE 12mm + 24mm (+/-1-2mm
THICKNESS approx.)
DIMENSIONS 600 Tile: 595mm x 595mm
1200 Tile: 1195mm x 595mm
ACOUSTIC NRC 0.65 - 0.9*
* Tested with Ecoustic 12mm PET Infill
FIRE TEST
AS/ISO 9705 BCA Group 1
SMOGRA <100
NZBC Group 1-S
ASTM E84 Class A (Sculpt 12mm)
LIGHTFASTNESS >7
ISO 105-B02
APPLICATION Drop-in ceiling tiles
ENVIRONMENT Low-VOC
SC manufacturer has an
ISO 14001-certified EMS
SC is Cradle to Cradle Bronze +
Declare Label certified
Infill: <40% recycled PET
Designed for disassembly
Recyclable
Distributed by

NSW QLD
Q 65A Stephen Road . (07)3267 6222
Botany New South Wales 2019 B2 sales@grayking.com.au

. (02) 9666 6688
fﬁ%ﬁaﬁypﬁ (R sales@grayking.com.au
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IMPORTANT

Ceiling Grid Specification: Ecoustic Sculpt™ is
designed to be compatible with 15mm, 24mm and
custom Exposed Tee grid systems. Ensure the tile is
suitable for your selected system. Grid size must be
specified at time of ordering.

Moisture Absorption: After four days at 50°C, 95% RH
the moisture absorbency of SC 12mm and SC 24mm
was less than 0.3% and 2.9% by weight respectively. As
Ecoustic Sculpt™ is 100% polyester, it will not degrade
over time due to moisture, mildew or rot in interior
environments.

Fixtures: Ceiling fixtures must be supported independent
to the Ecoustic Sculpt™ tile. Ecoustic Sculpt™ can be cut
on site to accommodate new and existing lighting and
services. When cutting use a new blade for each cut and
ensure the area to be cut is fully supported throughout.
Cut from the tile face with care.

HVAC: Ensure Ecoustic Sculpt™ is compliant with

the specified HVAC system. Ecoustic Sculpt™is
recommended for Ducted Return Air and is not Plenum
Return Air rated.

Non Load Bearing: Ecoustic Sculpt™ is not suitable
for structural loading. Loads must be supported
independently by the grid or through the use of
additional fixtures.

Lightweight: Each ceiling tile weighs 3kgs or less for
1200 x 600 tiles and 1.5kgs or less for 600 x 600 tiles.

Toxicity: Polyester is non-toxic and is classed the same
as wood under the State of New York Article 15 Part
1120. Ecoustic Sculpt™ does not contain any Red List
Chemicals (USA EPA).

BUILDING RATING SYSTEMS
Criteria Green LEED WELL
Star

Low VOC v v v
Stewardship - Recycling Vv vV NA
Cradle to Cradle Bronze - v v
Certification

Declare Label NA v v
Manufacturer EMS v NA NA
Toxic Material Reduction NA NA \J
Sound Reducing Surfaces NA NA v
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