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Expresswood Vee-Joint

Expresswood Hemlock Panelling from Stack

Panel is a feast of colour and variety at
your fingertips.

This stunning product offers timber grain and expressive colour all in
one. The Hemlock vee-joint profile, cut with vertical grain, guarantees
tremendous stability and provides subtle vee-line grooves.

Choose from a variety of stylish and sleek colour and wash finishes.

Expresswood Vee-Joint is ideal for:

- Office - Alfrescos

+ Commercial projects + Soffits

+ Retail fit-outs + Feature walls
+ Ceilings

Key product features:

+ Pre-finished and ready for + Complemented with matching
use. trims.

+ Quarter sawn, instances - Variety of stylish colours to
warping and twisting are low. choose from.

+ Secret nail tongue-and-groove + PEFC™ Certified

profile for a perfect finish.

+ Modern, expressive, ambient.
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See stackpanel.com.au for more info.

Expresswood Vee-Joint

Cover Thickness Panels Weight
Product Code mm mm per m? per m?
PR-VJSEW-HEM-86X12 86 12 11.63 4.1kg

Finish

Raw (RAW) Black Wash (BLW) Charred Copper (CC) Grey Wash (GW)

Natural Satin (NS) Red Was (RW) White Wash (WW)
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