MetalWorks Linear
C & S Planks
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Monolithic Linear visual with concealed
suspension grid

Available in four profile widths: 100, 150,
200 and 300mm

Acoustical performance with
microperforated panels

Fast and easy installation with minimal
plenum clearance

Durable: washable, scratch and impact
resistant

Application
Areas

- Ideal for large open space or corridors
« Airports, bus or train stations

« Atriums, foyers or reception areas

» Education: Lecture theatres or libraries
» Restaurants

+ Retail
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INTERIOR SUPPLY

Satin White

Powdercoat
colours available

Wood Effects
available

Note: Due to printing limitations,
shades may vary from actual
product.




MetalWorks Linear C & S Planks
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RH99 Scratch Product Cleanable
Humidity Resistant Handling
Resistant Durability

Panel Details
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Impact
Resistent

Plain

Upto

83%
Light Reflectance Acoustical
Comfort

Standard Perforation (M10) with

Non Perforated (M1) ACOUSTIC Fleece
Open Area - 16%
Hole Diameter - 2.3mm
Light Reflectance (RAL 9016 Satin White ) 83% 70%
EDGE PROFILE &
GRID SYSTEM .
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*83% LR value for Plain Non Perforated with Satin White finish (equiv. LR to RAL9016)
Other sizes available upon request. Contact your local Armstrong Ceilings representative for stock availability

NRC up to 0.75 with
Acoustical Fleece

Conforms with NCC Spec. C1.10 as
tested to AS 5637.1:2015 - Group 1,
and ISO 5660 - Group1-S

5.2 kg/m?
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Suspension Components

Suspension Components for S300
(800mm wide panel)

Item Description
CBHS300 |S300 Carrier Rail Hanger

CBS300 |S300 Carrier Splice
BPCRS300| S300 Carrier Rail x 3000mm
5mm 5mm Suspension Rod
SCDGS Suspension Clip

Material

Aluminium (thickness
0.60 - 0.90mm),
Suspension System:
Galvanised Steel

Surface Finish
Powdercoated in RAL
9016 Satin White. Other
colours including
WoodEffects available
upon request

C100 / C150 / C200 / S300 Panels

»

Suspension Components for C-100, C-150,
C-200 (100mm, 150mm, 200mm wide panels)

Item Description
CBHS300 | C-Plank Carrier Rail Hanger
CBS300 | C-Plank Carrier Splice

BPCRCP | C-Plank Carrier Rail x 3000mm
5mm 5mm Suspension Rod
SCDGS Suspension Clip

Edge Detail

3mm bevel

Backloading Recommendation

Contact your local Armstrong Ceilings
representative

Recommended Suspension Systems

Carrier rails to be installed at 1200mm centres
with suspension hangers at 900mm centres
Note: Refer to METALWORKS Linear C & S Planks
Ceiling Installation Details for more information
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