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Application Areas 
• Open plan spaces
• Foyers / lobbies
• Reception areas
• Airports / Transport terminals
• Waiting areas
• Meeting rooms
• Restaurants

Benefits 
• Concealed – direct fixing for

walls and ceilings
• Group 1 Fire Resistance
• Broad range of profiles and 

lengths
• Extensive range of powder coat

finishes including Wood Effects
• End caps with matching finish

• Simple installation on any flat
surface

• Snap-On connection of top and
bottom sections 

• No joiners required
• Install on any centres
• Mix and match profiles

Wood Effects. Refer to the “SOUNDSCAPES Finishes” Brochure for larger images.

RAL Colours Available (sample only).  For a full list of RAL Colours, refer to the “SOUNDSCAPES Finishes” Brochure.

American Oak Tasmanian Oak Spotted Gum Silky Oak Western Red 
Cedar 

Casuarina Kwila Black Butt
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MetalWorks Snap On Baffles
Conforms with NCC 
Spec. C1.10 as tested to 
AS 5637.1:2015 – Group 
1, and ISO 5660 – 
Group 1 – S
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Specification 
Armstrong MetalWorks 
Snap On Baffles Ceiling 
System with concealed 
direct fixing for walls or 
ceilings 

Material 
Extruded Aluminium                                                                           

Surface Finish 
Powder coated Satin White 
and Black, with custom 
colours and Wood Effects 
available 
Module Sizes 
Baffles to be installed as 
per specification 

Small Baffle Medium Baffle             Large Baffle 
Depth x Width (mm)  Depth x Width (mm)  Depth x Width (mm) 
35 x 20, 25, 50, 65       65 x 20, 25, 50, 65    100 x 25, 50 
40 x 20, 25, 50, 65 125 x 25, 50 

150 x 25, 59
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System Weight 
Varies based on Baffle profile 

Service Integration 
Refer to Installation Guide 
• Contact your Armstrong Ceilings

Representative for stock availability
• Other profiles and sizes available upon

request. Minimum order quantity may apply

Note: Sample of Baffle options – see table for full range of standard profiles.

Note: Refer to Installation 
Instructions for further details

sales@grayking.com.au 
www.grayking.com.au
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