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Environmental Attributes

•  One square meter diverts 108 x PET (600ml) drinking
bottles f rom landfill

• LCB Red list free
• Phenol & formaldehyde free
• Total VOC’s 0.5 mg/m3 or less
• CDPH compliance
• Complies with building standards

SM 

Sound Absorption AS ISO 354

*Graph not to scale.

Product Printed Ceiling Tiles

Surface Ceiling

Composition 100% polyester

Material FilaSorb™

Recycled Content 60% min

Dimensions 595mm x 595mm
595mm x 1195mm

Thickness 12mm +/- 10%

Product Detail Technical Data

Warranty against defects 20 years*

Light fastness warranty 20 years*

Guarantees

*conditions apply

Indoor Air Quality SCS-EC10.3-2014 v4.0 meeting 
standard CDPH/EHLB Standard Method 
v.1.2-2017, ≤ 0.5mg/m3

Light Fastness ISO 105-B02, 6-7

Fire Test Method AS/ISO 9705.1, Group 1

ASTM E84-17a, Class A

EN 13501-1, B-s1,d0
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Designs

Masonry Brick 
White

Chevron Timber Black Plywood Masonry Concrete 
Speckled

Chevron Fractured Masonry Concrete 
Crater

Chevron Timber Oak Masonry Brick 
Rustic Red
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Mounting Methods

Drop Tile Method

Before installing your tiles, ensure the grid has been 
installed in accordance with the local Building Code.

acoufelt.com

Installation Guide
Drop tile method

Tools & materials required: 

• Clean gloves

• Utility knife

• Straight edge

• Measuring tape

• Ladder or scaffolding

Installation Method

Note
• Before installing your tiles, ensure the grid has been 

installed in accordance with the local Building Code. 

1. Wear clean white gloves throughout the 
installation process 

2. Once the grid has been installed to the 
required measurments and height, carefully cut 
penetrations in tiles for heat sensors, around 
sprinkler heads and light fittings as required.

3. Gently drop the ceiling tiles into position by 
angling the tile slightly, lifting it above the ceiling 
grid and placing it into position so that it is 
resting on the top of the grid.

4. If the tile doesn’t fit the prepared spot, slightly 
cut off the excess to the defined measurement. 

5. Repeat these steps until all tiles are installed. 

Installation GuideInstallation Guide
Acoustic Ceiling Panel

Acoufelt strives to fulfill the needs of their customers by producing the highest quality felt products. However due to the fine, fibrous and textural nature of the product,
slight visual imperfections may be seen when viewing the product from less than 1 to 1.5 meters. These slight visual imperfections  however, are within normal industry
manufacturing tolerances.




