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Warm, natural wood ceiling panels 
create dramatic lines adding a unique 
perspective to your                                          
design.

Woodworks™ Grille Tegular 

Benefits 
• Sustainable: Rapidly Renewable solid bamboo blades 

and slats 
• Easy installation on standard Black PeakForm Prelude 

XL 24mm Tee Grid 
• Panels available in two pre-designed configurations: 

Horizontal Slats or Vertical Blades 
• Acoustic options for quieter, less reverberant spaces 
• Two standard bamboo finishes 
• Two standard panel sizes 

Bamboo Colours

Natural Bamboo 
(NA) 

Carbonized Bamboo 
(CA)

Colours are representative and may vary from samples 
and actual product.

Bamboo 
Naturally 

Renewable and 
Sustainable



Physical Data

Specification
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Tegular Edge – Lay In with Prelude™ 24mm Grid

ItemEdge Profile / Panel Type Panel 
Dimensions

No. Slats per 
panel

Slat Dimensions           
Width x height 

(mm)

Open 
Area

W0010GTS_* 
W0011GTS_*

Grille Tegular with Horizontal Slats and                             
P16 Acoustical Fleece 

600 x 600mm 
1200 x 600mm

10 35 x 16 @             
60mm OC

40%

600 (Nom)

60.00
OC

25.00 35.00

16
.0

0

28
.0

0

All dimensions in millimeters

W0010GTV_* 
W0011GTV_*

Grille Tegular with Vertical Blades and                       
P16 Acoustical Fleece 

600 x 600mm 
1200 x 600mm

12 16 x 35 @          
50mm OC

65%

600 (Nom)

50.00
OC

34.00

35
.0

0

12
.0

0

All dimensions in millimeters

16.00

Tegular Edge – Lay In with Prelude™ 24mm Grid

Isometric View 
(back of panels)

600 x 600mm panel 1200 x 600mm panel

Isometric View 
(back of panels)

600 x 600mm panel
1200 x 600mm panel

* (C) Carbonised Finish or (N) Natural Finish

* (C) Carbonised Finish or (N) Natural Finish

Specification: Armstrong WOODWORKS Grille Tegular Ceiling panels (either Horizontal Slats or Vertical Blades) 
including P16 Acoustical Fleece, installed on Black PEAKFORM Prelude XL 24mm Tee Bar 
Suspension Grid. Main Bars to be installed at 600mm OC. with suspension hangers at 1200mm OC. 

Panel Material: 100% Natural Bamboo 
Profile: Horizontal Slats or Vertical Blades 
Surface Finish: Available in Carbonised (C) or Natural (N) 
Edge Detail: Tegular  
Module Sizes: 600 x 600mm or 1200 x 600mm 
Acoustic Performance: NRC up to 0.55 with Black P16 Acoustical Fleece. NRC up to 0.85 with Black P16 Fleece and Black 

Optra 15mm Acoustical overlay panels 
Fire Resistance: Conforms with NCC Spec. C1.10 as tested to AS 5637.1:2015 – Group 3 
Panel Weight: 8.6kgs m2  
Perimeter Solutions: Range of standard Axiom aluminium wall angles, trims, pelmets plus custom bulkheads and fully 

integrated drywall solutions available 
Service Integration: Infill panels available for downlights, sprinklers and other services. Contact your Armstrong 

Ceilings Representative for more information. 

Panel / Size:
Grille Tegular 
600x600 or 
1200x600

Profile:
Horizontal Slat (S) 
or Vertical Blade (V) 

  W0010GT    (S) (V)    (C) (N) EXAMPLE:

Finish:
Carbonised (C) 
or Natural (N) 

Item Numbers have three elements:

Product Selection
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